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芯 洲 科 技  
Silicon Content Technology 

 

3.8V-30V Vin, 3A, High Efficiency Synchronous Step-down DCDC Converter  

FEATURES 
• Wide Input Range: 3.8V-30V   

• Up to 3A Continuous Output Current 

• 0.8V Feedback Reference Voltage 

• Integrated 90mΩ High-Side MOSFET and 36mΩ 
Low-Side MOSFET 

• Ultra Low Quiescent Current: 10uA 

• Shutdown Current: 1uA 

• Peak current mode control 

• Pulse Skipping Mode (PSM) in light load 

• 80ns Minimum On-time 

• Programmable Soft-start Time  

• Random Spread Spectrum option for reduced EMI  

• Adjustable Frequency: 200kHz~2.2MHz 

• Support start-up with pre-biased output  

• Precision Enable Threshold for Programmable 
Input Voltage Under-Voltage Lock Out Protection 
(UVLO) Threshold and Hysteresis 

• Low Dropout and Minimum On Time Function  

• 
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RECOMMENDED OPERATING CONDITIONS 
Over operating free-air temperature range unless otherwise noted. 

PARAMETER DEFINITION MIN MAX UNIT 

VIN Input voltage range 3.8 30 V 

VOUT Output voltage range 0.8 22 V 

TJ Operating junction temperature -40 125 °C 

ESD RATINGS 

PARAMETER DEFINITION MIN MAX UNIT 

VESD 

Human Body Model (HBM), per ANSI-JEDEC-JS-001-
2014 specification, all pins (1) 

-2.5 2.5 kV 

Charged Device Model (CDM), per ANSI-JEDEC-JS-002-
2014 specification, all pins (2) 

-1 1 kV 

(1) JEDEC document JEP155 states that 500V HBM allows safe manufacturing with a standard ESD control process. 
(2) JEDEC document JEP157 states that 250V CDM allows safe manufacturing with a standard ESD control process. 

THERMAL INFORMATION 

PARAMETER THERMAL METRIC FCSOT583 UNIT 

RθJA 
(1)
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ELECTRICAL CHARACTERISTICS 
VIN=12V, TJ=-40°C~125°C, typical value is tested under 25°C.  

SYMBOL PARAMETER TEST CONDITION MIN TYP MAX UNIT 

Power Supply 

VIN Operating input voltage  3.8  30 V 
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SYMBOL PARAMETER TEST CONDITION MIN TYP MAX UNIT 

VOVP 
Feedback overvoltage with respect to VFB/VREF rising 110 115 120 % 

reference voltage VFB/VREF falling 108 113 118 % 

VBOOTUV BOOT-SW UVLO threshold  BOOT-SW falling 2.3 2.5 2.85 V 

TSD
* Thermal shutdown threshold  

TJ rising  165  °C 

Hysteresis  30  °C 

*Derived from bench characterization or design function. 
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TYPICAL CHARACTERISTICS  

 
Figure 2. Efficiency, FSW=500kHz, VOUT=5V Figure 3. Efficiency, FSW=500kHz, VOUT=3.3V 

  

Figure 4. Load Regulation (VIN=12V, VOUT=5V) 

  

Figure 5. Line Regulation (VOUT=5V, ILOAD=2A) 

Figure 6. Quiescent current VS Temperature Figure 7. RDSON VS Temperature 
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FUNCTIONAL BLOCK DIAGRAM 
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Figure 8. Functional Block Diagram 
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During soft start, hiccup is disabled. These actions together provide start-up with limited inrush currents and allow 
the use of larger output capacitors and higher loading conditions that cause current to border on current limit during 
start-up without triggering hiccup. Hiccup is enabled once output reaches regulation or time exceeds tSS, whichever 
happens first. 

When the output voltage drops below the set value, the soft start voltage will track the decrease in output voltage 
in a certain proportion. This situation may occur under the following conditions: 

• When the input voltage is too low to maintain the set output voltage.  

• When overcurrent occurs causing a decrease in output voltage.  

When the above conditions are removed, the output voltage will still increase under soft start. But it should be noted 
that if the output voltage drops below 65% due to overcurrent, hiccup will be triggered. 

Switching Frequency 

The switching frequency of the SCT2333 is set by placing a resistor between RT pin and the ground. 

In resistor setting frequency mode, a resistor placed between RT pin to the ground sets the switching frequency 
over a wide range from 200kHz to 2.2MHz. When RT is floating, the frequency is 500kHz, and when RT is connected 
to the ground, the frequency is 1.15MHz. Use Equation 5 or the 
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Low Drop-out Function 

At a given clock frequency, duty cycle is limited by minimum off time. During the condition of low voltage difference 
from the input to the output, to maintain the output voltage from falling, the
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Output Voltage 
 
The output voltage is set by an external resistor divider 
R1 and R2 in typical application schematic. 
Recommended R2 resistance is 10.2kΩ. Use Equation 6 
to calculate R1. 

 

𝑅1 = (
𝑉𝑂𝑈𝑇

𝑉𝑅𝐸𝐹

− 1) ∗ 𝑅2 (6) 

where: 

• VREF is the feedback reference voltage, typical 
0.8V. 

 

Table 1. R1, R2 Value for Common Output Voltage 

(Room Temperature) 

VOUT R1 R2 

3.3 V 31.6 KΩ 10.2 kΩ 

5 V 53.6 KΩ 10.2 kΩ 

12 V 143 KΩ 10.2 kΩ 
 

Switching Frequency 

Higher switching frequencies support smaller profiles of output inductors and output capacitors, resulting in lower 
voltage and current ripples. However, the higher switching frequency causes extra switching loss, which 
downgrades converter’s overall power efficiency and thermal performance. In this design, a moderate switching 
frequency of 500kHz is selected to achieve both small solution size and high efficiency operation. 
 

Inductor Selection 

There are several factors should be considered in selecting inductor such as inductance, saturation current, the 
RMS current and DC resistance (DCR). Larger inductance results in less inductor current ripple and therefore leads 
to lower output voltage ripple. However, the larger value inductor always corresponds to a bigger physical size, 
higher series resistance, and lower saturation current.  A good rule for determining the inductance to use is to allow 
the inductor peak-to-peak ripple current to be approximately 30%~50% of the maximum output current. 

The peak-to-peak ripple current in the inductor ILPP can be calculated as in Equation 7. 

𝐼𝐿𝑃𝑃 =
𝑉𝑂𝑈𝑇 ∗ (𝑉𝐼𝑁 − 𝑉𝑂𝑈𝑇)

𝑉𝐼𝑁 ∗ 𝐿 ∗ 𝑓𝑆𝑊

 (7) 

 
Where: 

• ILPP is the inductor peak-to-peak current.  

• L is the inductance of inductor. 

• fSW is the switching frequency. 

• VOUT is the output voltage. 

• VIN is the input voltage. 

Since the inductor-current ripple increases with the input voltage, so the maximum input voltage in application is 
always used to calculate the minimum inductance required. Use Equation 8 to calculate the inductance value. 

𝐿𝑀𝐼𝑁 =
𝑉𝑂𝑈𝑇

𝑓𝑆𝑊 ∗ 𝐿𝐼𝑅 ∗ 𝐼𝑂𝑈𝑇(𝑚𝑎𝑥)

∗ (1 −
𝑉𝑂𝑈𝑇

𝑉𝐼𝑁(𝑚𝑎𝑥)
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The total current flowing through the inductor is the inductor ripple current plus the output current. When selecting 
an inductor, choose its rated current especially the saturation current larger than its peak operation current and 
RMS current also not be exceeded. Therefore, the peak switching current of inductor, ILPEAK and ILRMS can be 
calculated as in Equation 9 and Equation 10. 

𝐼𝐿𝑃𝐸𝐴𝐾 = 𝐼𝑂𝑈𝑇 +
𝐼𝐿𝑃𝑃

2
 (9) 

𝐼𝐿𝑅𝑀𝑆 = √(𝐼𝑂𝑈𝑇)2 +
1

12
∗ (𝐼𝐿𝑃𝑃)2 (10) 

 
Where: 

• ILPEAK is the inductor peak current. 

• IOUT is the DC load current. 

• ILPPć耀

DQG �쀀�　/50�耀�䀀ă瀀

�　

�
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For this example, two 10μF, X7R ceramic capacitors rated for 50V in parallel are used. And a 0.1μF for high-
frequency filtering capacitor is placed as close as possible to the device pins. 

Bootstrap Capacitor Selection 

A 0.1μF ceramic capacitor must be connected between BOOT pin and SW pin for proper operation. A ceramic 

capacitor with X7R or better grade dielectric is recommended. The capacitor should have a 10V or higher voltage 

rating. 

Output Capacitor Selection 

The selection of output capacitor will affect output voltage ripple in steady state and load transient performance. 

The output ripple is essentially composed of two parts. One is caused by the inductor current ripple going through 
the Equivalent Series Resistance ESR of the output capacitors and the other is caused by the inductor current ripple 
charging and discharging the output capacitors. To achieve small output voltage ripple, choose a low-ESR output 
capacitor like ceramic capacitor. For ceramic capacitors, the capacitance dominates the output ripple. For 
simplification, the output voltage ripple can be estimated by Equation 14 desired. 

∆VOUT =
𝑉𝑂𝑈𝑇 ∗ (𝑉𝐼𝑁 − 𝑉𝑂𝑈𝑇)

8 ∗ 𝑓𝑆𝑊
2 ∗ 𝐿 ∗ 𝐶𝑂𝑈𝑇 ∗ 𝑉𝐼𝑁

 (14) 

Where: 

• ΔVOUTis the output voltage ripple. 

• fSW is the switching frequency. 

• L is the inductance of inductor. 

• COUT is the output capacitance.  

• VOUT is the output voltage. 

• VIN is the input voltage. 
 

Due to capacitor’s degrading under DC bias, the bias voltage can significantly reduce capacitance. Ceramic 
capacitors can lose most of their capacitance at rated voltage. Therefore, leave margin on the voltage rating to 
ensure adequate effective capacitance. Typically, two 22μF ceramic output capacitors work for most applications.  

 
Table 2: Typical External Component Values  

VOUT FREQUENCY R1 R2 RRT L1 C8 COUT 

5V 500kHz 53.6 kΩ 10.2 kΩ Floating 6.8 uH Optional 44uF 

12V 500kHz 143 kΩ 10.2 kΩ Floating 15 uH Optional 44uF 

5V 1.15MHz 53.6 kΩ 10.2 kΩ GND 3.3 uH Optional 33uF 

12V 1.15MHz 143 kΩ 10.2 kΩ GND 6.8 uH Optional 33uF 
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Application Waveforms 
VIN=24V, VOUT=5V, FSW=500k, unless otherwise noted. 

 

 
Figure 12. Power up (ILOAD=3A) 

 
Figure 13. Power down (ILOAD=3A) 

 
Figure 14. EN toggle (ILOAD=0.1A) 

 
Figure 15. EN toggle (ILOAD=3A) 

 

 
Figure 16. Over Current Protection (0.1A to hard short) 

1

 
Figure 17. Over Current Release (hard short to 0.1A) 
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Application Waveforms 

 

 
Figure 18. Load Transient (0.3A~2.7A, 1.6A/us) 

 

 
Figure 19. Load Transient (0.7A~2.3A, 1.6A/us) 

 
Figure 20. Output Ripple (ILOAD=0.1A) 

 
Figure 21. Output Ripple (ILOAD=1A) 

 

 
Figure 22. Output Ripple (ILOAD=3A) 

 

Figure 23. Thermal, 24VIN, 5VOUT, 2A 
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Layout Guideline 

Proper PCB layout is a critical for SCT2333’s stable and efficient operation. The traces conducting fast switching 

currents or voltages are easy to interact with stray inductance and parasitic capacitance to generate noise and 

degrade performance. For better results, follow these guidelines as below: 
 
1. Power grounding scheme is very critical because of carrying power, thermal, and glitch/bouncing noise 
associated with clock frequency. The thumb of rule is to make ground trace lowest impendence and power are 
distributed evenly on PCB. Sufficiently placing ground area will optimize thermal and not causing overheat area. 

2. Place a low ESR ceramic capacitor as close to VIN pin and the ground as possible to reduce parasitic effect. 

3. For operation at full rated load, the top side ground area must provide adequate heat dissipating area. Make 
sure the top switching loop with power have lower impendence of grounding.  

4. The bottom layer is a large ground plane connected to the ground plane on top layer by vias. The power pad 
should be connected to the bottom PCB ground planes using multiple vias directly under the IC. It is recommended 
10mil diameter drill holes of thermal vias, but a smaller via offers less risk of solder volume loss. On applications 
where solder volume loss thru the vias is of concern, plugging or tenting can be used to achieve a repeatable 
process. 

5. Output inductor should be placed close to the SW pin. The switching area of the PCB conductor minimized to 
prevent excessive capacitive coupling. 

6. The RT terminal is sensitive to noise so the RT resistor should be located as close as possible to the IC and 
routed with minimal lengths of trace. 

7. UVLO adjust and RT resistors, SS and feedback components should connect to small signal ground which must 
return to the GND pin without any interleaving with power ground. 

8. For achieving better thermal performance, a four-layer layout is strongly recommended. 
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UVLO resistors 

Output Capacitors

Feedback 
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Inductor
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Figure 24. PCB Layout Example  
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PACKAGE INFORMATION 
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TAPE AND REEL INFORMATION 
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